


Constructi on Options
Amarr’s section interfaces are
designed to reduce the risk of CLASSICA COLLECTION® TOP SECTIONS

serious finger and hand injuries.

CLOSED SQUAR E (2)

CLOSED AR CH (1)
Available for T2, S2, L2, V2

Steel Exterior
Available forT1, S1, L1, V1

Single-Layer: Steel
Heavy-Duty Exterior Steel
CLOSED D OUBLEARCH (1 D) Available forT1D, S1D, L1D, V1D

Durable, Reliable, Low Mai ntenance

o CLOSED AR CH (1) NORTHAMPTON CLOSED SQUAR E (2) - NORTHAMPTON
ottom
Weather Seal
Steel Exterior VinyI-Coat ed
Polystyrene
Insulation CLOSED AR CH (1) BORDEAUX CLOSED SQUAR E (2) - BORDEAUX
‘ Double-Layer: Steel +Ins ulatio n
Heavy-Duty Exterior Steel
CLOSED SQUAR E (2) + ALICANTE,EDINBURG H  DANUBE (4)
Durable, Reliable, Low Mai ntenance
Environmentally Safe P olystyrene Thermal
Insulation with Vinyl Backing
Energy Efficient MADE IRA (5) NILE (6)
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Weather Seal . .
o e Nl R
L L L L ] I
Steel Exterior ‘Pnczlﬁllgrue(::ane RHINE (7) SEINE (8)
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' Triple-Layer: Steel +Ins ulatio n+ Steel HEEEN NEENEE
Heavy-Duty Exterior and Interior Steel THAME 5 (10) ROSETTE(1 1)
Durable, Reliable, Low Mai ntenance hhHI‘ ‘Iihu‘ }_%
4 Environmentally Safe Polyurethane
| Thermal Insulation
| ‘\ ARABESQUE (12) TRELLIS (13)
[ | Betom Superior Energy Efficiency J
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preel | coere Extra Quiet Operation [

DECORATIVE HARDWARE & LOCK

ALUMIN UM Aluminum hing es with clavos not recomme nded for arched opening s. STAMPED STEEL

= |1=A1F

l l VERSAILLES CANTERBU RY BLUERIDG E ALPINE LOCK
Speci fi Cat ions CLl?Os()Slé:A CLQOS%)I(():A CL?OS%;(():A C O L O R S Actual p aint colors ma y vary from samples shown. Dar kWoodgrain available Spring 2009 .
S

PANEL DES IGNS O O é‘“ DAR K WOODGRAIN fAmarr steel d(I)ors a rrive prel—pa inted;

or cust om colors, exte rior latex painl
Carriage House 8 Desig ns 8 Desig ns 8 Desig ns U SANDTO NE st bf_ use d. Visit gmerr com for

Instructions on pa inting.

INSULA TION ' Polystyrene Polyurethane

R-VALUE ? 6.84 13.35

DO ORTHICKNES S 2" (5.1cm) 2" (5.1cm) 2" (5.1cm) arr 165 Carriage Cou rt 800.503.D OOR

Winston-Salem, N C 27 105 www.amar r.com

o

TOLEDO

WINDOW GLAS S OPTIONS
1/8" (0.32cm) Tempered Double Strength

. GARAGE DOORS

Insulated Glass

Ob scure (not shown)

WINDLOAD AVAILA BLE* .
W ARRANTY

Paint Finish Warranty * Lifetime Lifetime Lifetime mn

Workmanship/Hard ware Warranty * 3Years 5Years Lifetime m

Tan 2 . £ - 4 .
All insulation h as passed fire “ Calculated door s ection Itis your respon sibility to For complete warranty details,
isi make sureyour garage door  visit amarr.com o r contact your

safety testing. R-valueis in accord ance .Hw’mo l u

h | | 5153 Secor Rd Toledo, OH. 43623 419-475-3667
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