


Constructi on

Options

Amarr’s section interfaces are

Steel Exterior

™

designed to reduce the risk of
serious finger and hand injuries.

Single-Layer: Steel

Get value and durability with an

Oak Summit 1000 single-layer steel door.
These heavy-duty steel doors are durable,
reliable, and low maintenance.

- Heavy-Duty Exterior Steel
- Durable, Reliable, Low Mai ntenance

Bottom
Weather Seal
steel Exterior | Viny-Coat ed Double-Layer: Steel +In sulati on
Polystyrene . .
Insulation An Oak Summit 2000 double-layer door provides

™

durable, low maintenance features, plus a layer
of vinyl-coated insulation for increased thermal
properties and qu ieter operation.

- Heavy-Duty Exterior Steel
- Durable, Reliable, Low Mai ntenance

DECRATRIM WINDOW

CLEAR(Q)

STOCKTON (20)

CATHEDRAL (22)

MOON LITE (24)

WAGON WHE EL (26)

THAMES (30)

FULL SU NRAY (28)

INSERTS

OBSCU RE (0O)

PRAIRIE (21)

CASCA DE (23)

WATERFORD ( 25)

SUNRAY (27)

ARCHED THAMES (31)

- Environmentally Safe P olystyrene Thermal
Insulation with Vinyl Backing
- Energy Efficient

Bottom . .
Weather Seal - Quiet Operation
Steel Exterior Polystyrene Triple-Layer: Steel +Ins ulatio n+ Steel
nsulation

4

|

|

AN

| Bottom
Steel | Weather Seal
Interior

For the toughest, energy-efficient steel door, an
Oak Su mmit 3 000 triple-layer door includes the
ultimate in thermal properties, p lus a layer of steel
for a finished inter ior loo k a nd adde d durab ility.

- Heavy-Duty Exterior and Interior Steel
- Durable, Reliable, Low Mai ntenance
- Environmentally Safe Polystyrene
Thermal Insulation
- Superior Energy Efficiency
-+ Extra Quiet Operation
Dark W oodgrain Paint Finish

DECRAGLASS” WINDOWS

PRAIRIE V-Shaped Bevel (50)
RIVIERA Frosted w/ V-Shaped Bevel (53)
WICH ITA (61)
ALLEGRO ( 63)
TEMP O (65)
| .

ARABESQUE (67)

- Belps

CHALET Brass Caming (52)
HEARTLAND ( 60)

HARVEST ( 62)
M¥MHE MM~

METRO (64)
o

ROSETTE ( 66)

TRELLIS (68)

DECORATIVE HARDWARE & LOCK

ALUMIN UM Aluminum hing es with clavos not recomme nded for arched opening s.
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STAMPED STEEL

Hinges with cla vos not recomm ended for arched opening s.

-

VERSAILLES CANTERBU RY BLUERIDG E ALPINE LOCK
Speci fl cations OAKSmg(';/\MlT OAK goggAMlT OAK goggAMIT C O LO RS Actualpaint colors ma y vary from samples shown. Dar  kWoodgrain available Spring 2009 .

PANEL DESIGNS 3 Desig ns 3 Desig ns 3 Desig ns O O . Q)Tfu";;f:'(‘i‘f;': :;{'e"e(‘z[ela‘::;::;dm
INSULATION® Polystyrene Polystyrene RUTTITE ALoND SANDTO NE ;‘;‘;ﬂzi;‘::n‘l’):“‘nil"n‘g" «com for
R-VALUE? 6.84 6.58
STEEL THICKNESS 25 ga 25 ga 27/27 ga

Gauge (mm) 0.53mm 0.53mm 0.42/0.42mm arr 165 Carriage Cou rt 800.503.D OOR
DOOR THICKNESS 2" (5.1¢m) 2" (5.1cm) 13/8" (34cm) 4 Winston-Salem, N C 27 105 Www.amar r.com
WINDOW GLASS OPTIONS GARAGE DDORS

3/32"(0.24cm) Single Strength . . . L

. RTOLE

Insulated .
WIND LOAD AVAILABLE? . . . mnm
PAINT FINISH*WARRANTY 15 Years 25Years Lifetime

" Allinsulation h as passed fire
safety testing.

2 . 3. - 4 .
Calculated door s ection Itis your respon sibility to For complete warranty details,

R-valueisin accord ance  make sureyour garage door  visitamarr.com o r contact your
with DASMATDS-1 63. meets local b uilding cod es.  local Amarr dealer.

Amarr and O ak Summit are registered trademarks of Amarr Company, North Carolina, U.S.A.

©20w A marma rage L oors

Amarr reserves the righ t to chan ge specifications a nd d esigns

with out notice and without incurring obliga tions.

Secor Rd Toledo, OH. 43623 419-475
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Amarr Compa ny’s products may be the sub ject of one
ormore U.S.and /or foreign, issued a nd/or p ending,
design and /or utility p atents.



